WASHINGTON COUNTY, TENNESSEE HIGHWAY DEPARTMENT

SPECIFICATIONS FOR INSTALLATION OF WATER LINES

 OR OTHER UTILITIES ALONG COUNTY ROADS

1. Contractor/Utility District must be liable for any damages to private or county property.
2. Installation must be two (2) feet from edge of pavement.

3. Installation closer than 18 inches to pavement must be back filled with stone.
4. Lines must be installed minimum of three (3) feet in depth.

5. Refill and compact as much as possible.

6. Remove all stumps, large rocks and etc. from right-of-way.

7. Shoulder with at least three (3) inches deep of crusher run stone.

8. All laterals connections must be bored unless permitted by the County Road Superintendent.  If necessary for open cut – it must be three (3) feet deep and back fill with #57 or crusher run stone and compacted.

9. Repave with hot mix a minimum of three (3) inches deep.

10. Return all fences, etc. to their originality.

11. All ditches and banks disturbed must be sewed in grass, covered with straw, and returned to original condition.

12. Responsible for all erosion control.

13. The County Road Superintendent must clear any work being done on county right-of-way and a permit issued.
THE WASHINGTON COUNTY HIGHWAY DEPARTMENT WILL
 MAKE FINAL INSPECTION OF WORK PERFORMED.
